Syngenta Turf
Spray Calibration Checker
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The Syngenta Turf Sprayer Calibration
Checker has been specifically designed
to enable quick and routine maintenance
of sprayer output at optimum levels,

with the minimum of down time.

The advantages:

e Quick and easy to use

e Works for all 0.5 m nozzle spacing booms
e Requires no reference to calculations



" How to use
%00 the calibration checker

1. Ensure you have already calibrated your sprayer as explained
900 in “Sprayer Calibration for Accurate Application”

2. 1o check your nozzle output at anytime after calioration, select
your forward application speed from the left hand column of the

800 table printed on the cylinder
é (?(Pnffg Ca@?&fioné 3. Read off the calibration time in seconds from the right hand
(Seconds) column for your chosen forward application speed
3 48 700
4 36 4, Collect the output of one nozzle for the specified time and read
° 29 off the water volume per hectare that would be applied
6 24
7 21 600 5. Ifthe output level is above* the required volume the sprayer
8 18 operating pressure should be reduced. If the output level is below
190 :i the required level the sprayer pressure needs to be increased
11 13 500 : :
6. Adjust the sprayer pressure as required and recheck
12 12 nozzle output
13 11
14 10 400 *If the application rate is significantly different to the required level, it may be necessary to change the size

of nozzle used. Refer to nozzle manufactures output charts to select an appropriate size nozzle and recheck.

v Routinely check the consistency of nozzle output
across the boom

t/CoIIec and -hiit-x-m.i[,mi\‘ each nozzle ¢]

v Work out the average

v It the difference with any nozzle is greater than 4% from
" the average, nozzles are unacceptably worn and the
whole set should be changed
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For further information on the Syngenta SpraySure program, —x
please contact your local Syngenta Sales Manager or Agent Represen ative _ i - l "'. f n ‘

nark of a Syngenta Group Company




